### Komponentenliste

<table>
<thead>
<tr>
<th>Komponenten</th>
<th>Abmessungen</th>
</tr>
</thead>
<tbody>
<tr>
<td>L50 Plus</td>
<td>18 x 18 cm</td>
</tr>
<tr>
<td>L50</td>
<td>12 x 12 cm</td>
</tr>
<tr>
<td>L50 Base</td>
<td>15 x 15 cm</td>
</tr>
</tbody>
</table>

### M1 Zone O

- **User Instructions**
- **Endberichtsangebot**
- **Installation Instructions**
- **Manual de Usuario**
- **Instructions d’Utilisation**
- **Manual de Oríntador**

---

### Feature Information

#### L50 Plus

- **Power:** 18W
- **Color Temperature:** 3000K
- **Light Output:** 1400 lumens

#### L50

- **Power:** 12W
- **Color Temperature:** 3000K
- **Light Output:** 1000 lumens

#### L50 Base

- **Power:** 12W
- **Color Temperature:** 3000K
- **Light Output:** 1000 lumens

---

### Installation Instructions

1. **Preparation**
   - Ensure the area is clean and free from obstructions.
   - Check the electrical connection points to ensure they are suitable for the lamps.

2. **Mounting**
   - Attach the mounting bracket to the wall using the provided screws.
   - Align the wall plate with the mounting bracket and secure it in place.

3. **Lamp Replacement**
   - Unplug the unit before changing any lamps.
   - Remove the old lamp by pulling it straight out of the base.
   - Insert the new lamp into the base and ensure it is securely in place.

---

### Safety Instructions

- **Risk of Electric Shock:** Ensure all electrical work is performed by a qualified electrician.
- **Risk of Injury:** Do not attempt to service the unit if it is damaged.

---

### Maintenance and Cleaning

- **Cleaning:** Use a soft, dry cloth to wipe down the unit.
- **Lamp Replacement:** Follow the instructions provided with the replacement lamps.

---

### Certification

- **Type:** CE / UL
- **Insulation:** Class 2

---

### Spares and Accessories

- **Replacement Lamps:** Available online or from your local retailer.

---

### Additional Information

- **Manufacturer:** ADA RO
- **Website:** www.adaro.com